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SAKA Premium

Product Specification

Lamp

Driver
Housing
Reflector
Finishing

: Philips / Osram / Global Led / Free Led

TL-D 18W - 36W or TL-D 14W - 28W
TL Led 9W - 18W

: Electronic Ballast / Conventional Ballast
: Rolled Steel (0.4 mm)
: Aluminium Optic Mirror

: Powder Coating

Dimension (mm)

SAKA Premium Cover
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Light Distribution Curve

LO.R:79,8%

AK SAKA Premium

LOR:71,7%
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RMI PREMIUM 2x36 W
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PRE1X14W 227 208 595 570 83 75 PRE1X18W 227 208 634 613 83 75  AK-PRE1X18W 230 210 596 576 93 85
PRE2X14W 320 301 595 570 66 5  PRE2X18W 320 301 634 613 66 5  AK-PRE2X18W 296 276 596 576 93 85
PRE3X14W 456 436 595 570 66 56 PRE3X18W 456 426 634 613 66 5  AK-PRE3X18W 596 576 596 576 93 85
PRE4X14W 595 575 595 570 66 56 PRE4X18W 595 575 634 613 66 55  AK-PRE4X18W 596 576 596 576 93 85
PRE1X28W 227 208 1195 1170 83 75  PRE1X36W 227 208 1244 1222 83 75  AK-PRE1X36W 230 210 1196 1176 93 85
PRE2X28W 320 301 1195 1170 66 56  PRE2X36W 320 301 1244 1222 66 56  AK-PRE2X36W 296 276 1196 1176 93 85
PRE3X28W 456 436 1195 1170 66 56  PRE3X36W 456 436 1244 1222 66 5  AK-PRE3X36W 596 576 1196 1176 93 85
PRE4X28W 595 575 1195 1170 66 56  PRE4X36W 595 575 1244 1222 66 56  AK-PRE4X36W 596 576 1196 1176 93 85
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www.saka-lighting.com :




