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LED FLOOD LIGHT A SERIES 

1. Unique adjustable design, bracket and housing all can be adjustable, easy to 
    install
2. The whole lamp is anti-corrosive to resist ocean salty water
3. Wide aluminum plate + large diameter PCB, heat dissipation fast and evenly
4. One-piece PC lens and high-quality silicone ring for excellent airtight effect, 
    rotecting from heavy rain and dust
5. Breathing component at backside housing, automatic dissipate vapour in lamp
    after long time and high temperature lighting
6. Protective cap of Breathing component, keep breathing component being not 
   exposed to the dust and rain, protecting components inside
7. Bracket adopted 1070 aluminum, housing adopted Die-cast aluminum 
    ADC12, long life-span
8. PC lens and Tempered Glass Cover with double protection to avoid lens being 
    aging

Product Advantages :

240 W / 300 W 500 W / 600 W

720 W / 1000 W 1000 W

IP65

234,4

484,4

571,7

116,8272,0

Dimension (mm) :

Driver Brand
Power Factor
Total Harmonic Distortion 
Driver Efficiency
Output Voltage 
Power Frequency
Input Voltage

: MeanWell
: >0.93
: <15%
: >90%
: DC24-48V
: 50~60Hz
: AC90-305V

Power Supply Parameters :

Luminous Efficiency
CCT
CRI
Beam Angle
Life-span (L70 Standard) 

: 150lm/W
: 5000K
: >70Ra
: 15°/25°/50°/ 90°
: 54,000 hours

Light Source Parameters :Light Source Parameters :

Light Distribution Curve :

10 deg 25 deg 90 deg


